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1571 ABSTRACT 
The object of the invention is to provide an improved 
laser altimeter for a flight simulator which will allow 
measurement of the height of the simulator probe above 
the terrain directly below the probe tip. 
A laser beam 22 is directed from the probe 13 at an 
angle 8 to the horizontal to produce a beam spot 20 on 
the terrain. The angle 8 that the laser beam 22 makes 
with the horizontal is varied so as to bring the beam spot 
into coincidence with a plumb line 18 coaxial with the 
longitudinal axis of the probe 13. A television altimeter 
camera 30 observes the beam spot and has a raster line 
aligned with the plumb line 18. Spot detector circuit 26 
coupled to the output of the TV camera monitors the 
position of the beam spot relative to the plumb line 18. 
An error signal is produced by computer 28 driving, via 
a servo motor 23, the laser beam optics so as to cause 
the beam spot to come into coincidence with the plumb 
line 18. At coincidence, computer 28 looks up in a table 
the altitude of the probe for the given angle 0 and reads 
out the altitude to an altimeter readout 31. 
11 Claims, 9 Drawing Figures 
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such as a raster line, coaxially aligned with the image of 
the plumb line. A detection circuit receives the output 
of the TV camera and determines the position of the 
laser dot in the raster. Using this information, a com- 
5 puter determines the position of the beam spot relative 
to the plumb line. A resolver coupled to the laser beam 
angle control reads out the angular position 8 of the 
laser beam to a computer. The computer looks up the 
height of the probe in a look up table for the angle 8 of 
10 the laser beam. The measured height is then read out to 
an altimeter and to a flight simulation monitor station. If 
the laser dot does not reside on the plumb line, a com- 
puter directs a stepper motor to relocate the beam such 
that the dot will reside on the plumb line. If the opera- 
l5 tive laser beam is unable to be relocated at the conver- 
gence point because it is blocked by a terrain obstruc- 
tion, an alternative laser beam at a different angle 
around the probe is selected. ~ l ~ ~ ,  if the TV 
view is blocked the computer selects an alternative TV 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a schematic perspective view, partly in 
block diagram form, of an altimeter system for a flight In this system, a laser beam is directed vertically from 25 simulator incorporating features of the present inven- 
tion, 
SIDELOOKING LASER ALTIMETER FOR A 
FLIGHT SIMULATOR 
ORIGIN O F  THE INVENTION 
n e  invention described herein was made by a em- 
ployee of the US. Government and may be manufac- 
tured and used by or for the Government for Govern- 
mental purposes without the payment of any royalties 
thereon or therefor. 
TECHNICAL FIELD 
The technical field of the present invention relates in 
general to laser altimeters for flight simulators. 
BACKGROUNDART 
Heretofore a laser altimeter system has been pro- 
posed for determining the altitude of a flight simulation 
probe Over a board* Such a prior art Wtem is 
disclosed in an article entitled, “Probe Protection In 20 camera. 
Camera/Model Visual Systems” appearing in the Pro- 
ceedings of the 1980 Summer Computer Simulation 
Conference, Olympic Hotel, Seattle, Wash., Aug. 
the flight simulator TV camera probe along a side of the 
displaced from a point directly below the center line of 
the probe, hereafter referred to as a plumb line. The 
incident beam produces a beam spot on the terrain of 30 
25-27, 1980. 
probe to strike a point On the board FIG. 2 is a longitudinal sectional view of the flight 
probe ad model board, 
FIG. 3 is a schematic transverse sectional view, 
the height of the probe is varied, while hold- ture of FIG. 2 taken along line 3-3 in the direction of 
ing the probe otherwise stationary, from a point of the arrows, 
minimum altitude to a point of maximum altitude the FIG. 4 is a schematic side elevational view of the TV 
beam spot traverses a vertical imaginary line focused 35 camera optics for beam spot detection* 
onto the linear array The position of the imaged FIG. 5 is a schematic block diagram of a laser altime- 
beam spot along the linear array sensor is representative ter system incorporating features of the Present inven- 
of altitude. A major problem with this system is that the tion, 
altitude being measured is not the altitude of the probe FIG. 6 is a logic flow diagram for the computer Pro- 
(altitude measured along the plumb line) but rather the 40 gram for the system of the Present invention, and 
altitude of the laser beam source which is displaced FIGS. 7,8, and 9 are logic flow diagrams for subrou- 
horizontally from the probe. The actual distance be- tines of the computer program flow diagram depicted in 
tween the plumb line and the laser beam must be multi- FIG. 6. 
DETAILED DESCRIPTION OF THE plied by the scale of the model. Error will be produced 
INVENTION whenever the terrain elevation at the plumb line differs 45 from the terrain elevation at the laser beam. For exam- 
ple, an appreciable error would exist if the plumb line Referring now to FIG. 1 there is shown a laser altim- 
was over a depression and the laser beam impinged on eter system 11 for a flight simulator and incorporating 
a hill, mountain or tall building. features of the present invention. The flight simulator 
Thus, it is desirable to obtain a probe height sensor 50 system includes a model board 12 comprising a scale 
which more accurately measures the height of the model of terrain over which simulated flights are to be 
probe above the terrain directly below the probe. conducted. The pilot sits in a cockpit, not shown, and 
views a television screen displaying a view seen 
through a probe 13 movable with respect to the terrain [STATEMENT O F  INVENTION] 
DISCLOSURE O F  INVENTION 55 of the model board 12 in accordance with flight control 
In the present invention, pilot altitude as represented commands given by the pilot over the aircraft controls. 
by the distance h is measured by a technique that locates The probe 13 is carried from a gantry, not shown7 dis- 
the point of intersection of the plumb line and the ter- posed over the terrain Of the model board 12. Relative 
rain (hereinafter known as the convergence point). A movement in three orthogonal directions, X, Y ,  and 2 is 
laser beam is directed from the probe at an angle to the 60 obtained between the Probe and the model board. In 
plumb line and coaxial with the longitudinal axis of the Some embodiments, the gantry m ~ e S  relative to a sta- 
probe. The point where the beam strikes the terrain is tionary model board to provide movement in all three 
varied by changing the angle of the laser beam relative orthogonal directions, whereas, in other embodiments 
to the longitudinal axis of the probe SO that the beam the model board is moved relative to the probe to simu- 
spot is brought to a point on the longitudinal axis of the 65 late flight. 
probe where it intersects the terrain. A TV camera, Referring now to FIG. 2, the optical system for the 
carried from the probe views the region below the probe 13 is shown in greater detail. More particularly, 
probe and has a predetermined linear detection region, the probe 13 includes an elongated barrel portion 14 
the model which is thence imaged onto a linear array Partly in diagram form, of a portion of the st‘’‘- 
.-_ 
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projecting in the Z direction toward the model board. 
At the end or tip of the probe 15 there is a mirror 16 
which projects a visual scene corresponding to that 
which would be seen by the pilot, up along the longitu- 
dinal axis of the probe barrel 14 to a TV camera 17. The 
scene picked up by the TV camera is then transmitted to 
and displayed on a cathode ray tube outside the wind- 
shield of the simulated aircraft. The altitude h of the 
simulated aircraft is that scale distance from the mirror 
16 is taken along a plumb line 18 for the modeled terrain 
to a point of intersection of the plumb line with the 
terrain at 19. 
Referring again to FIG. 1, a laser 21 is carried from a 
frame coupled to and movable with the probe 13. The 
laser directs a pencil-like beam 22 of monochromatic 
nondivergent radiation of visible wavelength onto the 
terrain below the probe 13 having been deflected by 
pitchable mirror 35 to produce a beam spot 20 on the 
terrain. A servo motor 23 is coupled to the mirror 35 in 
such a way as to vary the angle 8 that the laser beam 
makes to the horizontal or XY plane of the model board 
12. The laser beam is rotatable about an axis of revolu- 
tion parallel to the horizontal XY plane and such beam 
being rotatable in a plane normal to said axis of revolu- 
tion, such plane also containing the plumb line 18. 
An altimeter TV camera optical system 30 is also 
carried from the probe frame. The altimeter TV camera 
system 30 includes some optics, not shown, and views 
the region of the model board directly below the probe 
13. The TV camera optics are such that the point of 
intersection of plumb line 18 with the model board 
surface is within the view of the TV camera system 30 
for all values of altitude h from minimum to maximum 
above the surface of the model board 12. 
A single raster line is made coincident with the plumb 
line 18 through appropriate mechanical alignment. An 
output from the altimeter TV camera 30 goes to a spot 
detector circuit 26 of the type similar to that disclosed 
in U.S. Pat. No. 3,320,360 issued May 16, 1967 entitled, 
"Television Tracking Error Detector", for determina- 
tion of the location of the beam spot 20 relative to the 
plumb line 18. 
The output of spot detector 26 is fed to a computer 
28. This output consists of the raster line number and 
displacement along the raster line of all of the detected 
elements of the laser spot 20. The computer determines 
the location of the center of the laser spot 20 in the 
raster of the altimeter TV camera system 30. To be 
coincident with the end of the plumb line 18, the laser 
spot 20 must lie somewhere along the altimeter TV 
camera system raster line which was made coincident 
with the plumb line 18. The computer 28 compares the 
raster line number of the center of the laser spot 20 with 
the raster line number of the raster line which is coinci- 
dent with the plumb line 18. If the two are equal then 
the laser spot 20 must be located on the terrain at the 
end of plumb line 18 where it intersects the terrain. The 
exact length of plumb line 18 may then be determined. 
If the two are not equal, the laser spot 20 is not located 
at the end of plumb line 18 where it intersects the ter- 
rain. An error signal is generated which causes servo 
driver 27 to reposition laser spot 20 until the two raster 
line numbers are equal. The computer 28 also receives 
the angle 8 input from a resolver 29 mechanically cou- 
pled to the laser beam deflection system so that at the 
point of convergence of the beam spot 20 with the point 
of entry of the plumb line 18 into the terrain, the com- 
puter reads the 8 angle and looks up, in its look up table, 
4 
the value of altitude corresponding to the given values 
of altitude for various values of 8 as the probe is moved 
from a position of minimum altitude to maximum alti- 
tude over the model board. 
Referring now to FIG. 3 there is shown the optical 
distribution system for deriving the various laser beams 
and for televising the beam spot 20 on the model board. 
The laser 21 is affixed to a probe frame member 32, and 
directs its output beam through first and second beam 
10 splitters 33 and 34. Beam splitter 33 is arranged to direct 
the reflected portion of the beam downward along the 
Z axis whereas the other half of the beam passes 
through the first beam splitter 33, to the second beam 
splitter 34 which serves to further divide the beam into 
15 a first beam directed parallel to the X axis and a second 
beam of equal amplitude directed along the Y axis. Each 
of the beams outputted from the second beam splitter 34 
is directed onto a 45" angle mirror 35 for bending the 
respective beam by 90" toward the plumb line 18. Each 
20 of the mirrors is driven from a stepping servo motor 23 
about respective axes of revolution. In one instance the 
axis of revolution is parallel to the X axis and in the 
other to the Y axis and both are in the XY plane so as to 
cause the beams to be rotated within respective planes 
25 which are perpendicular to the XY plane and each of 
which includes the plumb line 18. A 8 angle resolver 29 
is coupled to each of the motor-mirror drive trains for 
giving an output determinative of the angle 8. 
The other half of the output of the first beam splitting 
30 mirror 33 is directed downward along the Z axis to a 
45" mirror, not shown, which thence directs the beam 
parallel to the Y axis to a second 45" mirror 37 and 
thence parallel to the X axis to another 45" mirror 38 
which thence directs the beam through a second beam 
35 splitting mirror 39 for splitting the beam into two equal 
components, one parallel to the Y axis and the other 
parallel to the X axis. The beams are then reflected off 
of respective 45" mirrors 35 driven from the stepping 
motors 23 which include resolvers 29. Thus, the second 
40 beam produces a pair of beams directed onto the model 
board 12 which are orthogonal to each other and which 
are 180" displaced from the first pair of beams. The 
beams are rotatable in the XZ and YZ planes, such 
planes each including the plumb line 18. The respective 
45 mirrors 35 are positioned such that their output beams 
will intersect the plumb line 18 at the point that the 
plumb line 18 intersects the surface of the model 12. 
The orthogonality between each of the laser beams is 
not a requirement. For example, it could be three beams 
50 at 120" angular spacing from each other with the cam- 
era optics similarly angularly separated from each other 
by 120" and being spaced at 60" angles from each of the 
respective beams. 
A pair of altimeter TV camera optics are carried from 
55 the probe frame structure 32 and are positioned at 180" 
intervals about an axis of revolution coaxial with the 
plumb line 18 and preferably at 45" angular spacing 
from the ZX or ZY planes but on the XY plane contain- 
ing the respective laser beams. This positioning of the 
60 altimeter TV camera optics 30 permits viewing of the 
respective beam spot 20 at the plumb line 18, regardless 
of various buildings, hills, or trees or other obstructions 
in the terrain of the model board 12. In other words 
there is some combination of laser beam 22 and altime- 
65 ter TV camera optics 30 which will permit viewing of 
the beam spot 20 at the plumb line 18 regardless of the 
obstructions represented by the terrain of the model 12, 
with the exception of a well or deep ravine. The laser 
5 
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beams 22 which are not in use, i.e., three of the four are 
"parked" by rotating their respective mirrors 35 so as to 
project the beam spot 20 onto the probe body 41 or 42. 
Referring now to FIG. 4 there is shown one of the 
optical systems 30 for each of the TV altimeter cameras. 
More particularly, a condensing lens 45 receives the 
light emanating from the beam spot 20 and focuses the 
image of the beam spot onto the entrance plane 46 of a 
light pipe 47 such as a fiber optics bundle. The bundle 
47 may have a suitable length as of 3-5 feet to bring the 
image of the beam spot 20 to a convenient location of 
the TV camera 50, typically somewhere on the gantry. 
Another lens 48 receives the beam spot image at the 
output face of the light pipe 47 and converts the image 
into a beam of parallel light 49 which is thence directed 
through a narrow pass filter 51 having a pass band at the 
wavelength of the laser beam 22 so as to filter out unde- 
sired background illumination. The filtered beam is 
thence fed to a condensing lens 52 which focuses the 
beam spot image onto the receiving face of the TV 
camera 50. The input face of the light pipe 46 is cut at 
the Scheimpflug angle, as described in US. Pat. No. 
751,347 issued Feb. 2, 1904, so that the plumb line 18 of 
the probe is maintained in focus on the input face of the 
TV camera 50. 
Referring now to FIG. 5 there is shown, in block 
diagram form, the laser altimeter system 11 of the pres- 
ent invention. The output beam 22 of the laser 21 is fed 
through an optical distribution system 40 as shown in 
FIG. 3. One of the output beams 22 is selected and 
directed onto the terrain of the model 12 under the 
probe 14. The beam spot image 20 is picked up by both 
of the camera optical systems 30. Their output video 
signals are fed to a multiplexer 55. The computer 28 
selects one or the other of the camera optic systems 30 
6 
and feeds a control signal to the multiplexer 55 for con- 
trolling which one of the camera optic systems 30 is 
utilized. The output of the multiplexer 55 is fed to the 
spot detector 26 which tracks the image of the beam 
5 spot 20 relative to the plumb line 18 which is inputted to 
the computer 28 and thence outputted to the motor 
driver 27 and respective motor 23. In a typical example, 
the computer 28 comprises a Motorola 6800 Exorcisor. 
The resolver 29 outputs the angle 0 for the selected 
10 beam 22 to an analog-to-digital converter in the com- 
puter 28. When the computer 28 detects zero error, i.e., 
the beam spot is at the plumb line 18, the computer 28 
by its software looks up in a table the altitude corre- 
sponding to the respective angle 0 and outputs that data 
15 via a digital-to-analog converter to a driver 56 which 
thence inputs it to the altimeters or other read out de- 
vices 31. 
Referring now to FIG. 6, there is shown the logic 
flow chart for the software program for the computer 
*O 28. FIGS. 7-9 depict the logic flow charts for program 
subroutines, namely, MOTOR MOVEMENT, DATA 
FETCH, and SCAN, respectively. The program listing 
is shown in Appendix I, below. 
One of the advantages of the laser altimeter system of 
25 the present invention for a flight simulator includes 
detecting the altitude of the probe above a position 
directly below the probe as opposed to a position dis- 
placed in the horizontal plane from the probe. This 
makes the concept inherently accurate. Secondly, the 
30 provision of angularly displaced laser beams 22 and 
camera optics 30 allows reading of the altitude regard- 
less of the obstructions represented by features in the 
terrain which might otherwise obstruct viewing of the 
35 beam spot. 
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0 0 2 7 0  00277 00270 00279 0 0 2 8 0  002f32 0 0 2 8 3  00374X 
5. The method of claim 2 wherein the step of direct- 
1. In a method for determining the altitude of a flight ing the second beam of radiation onto the terrain in- 
simulator probe moving relative to and above the ter- 30 cludes the step of splitting off of the first beam a portion 
rain of a flight simulator model wherein the imaginary of its energy to produce said second beam. 
line extending from the probe in a direction normal to apparatus of the type where a 
the model is characterized as the probe Plumb line, the probe simulates an aircraft and the simulator operator 
steps of: 35 controls the motion of the probe relative to the terrain 
directing a pencil-like beam Of radiation from said of a model while viewing said model via a video moni- 
probe onto the model keeping said beam within a 
plane containing said probe plumb line to produce means for directing a pencil-like beam of radiation 
a beam spot on said model; from the probe onto the terrain of the model to 
detecting the location of said beam spot relative to 4o produce a beam spot on the model where the beam 
two orthogonal coordinates with a detector situ- impinges on the model, an imaginary line extending 
ated remote from said probe plumb line and having from said probe normal to said model being known 
a linear sensitivity zone optically aligned with said as the probe plumb line; 
probe plumb line; means supported by said probe for detecting the loca- 
varying the angular orientation of the beam within 45 tion Of said beam impingement on said model, said 
said probe plumb line plane and relative to a refer- means being remote from said probe plumb line, 
ence plane so as to cause said beam spot to impinge being two-dimensionally sensitive, and having a 
on the model site intersected by said probe plumb linear sensitivity zone in optical alignment with 
said probe plumb line; line; 
and said detecting means for varying the angular 
direction of the beam in a plane containing the tive to said reference plane; and 
probe plumb line and maintaining the beam spot on utilizing the determined angular orientation of said 
the model at the site where the probe plumb line beam to determine the altitude of said probe over 
intersects the model; the terrain of the model. 
means for determining the angular orientation of the 2. The method of claim 1 including the step of, direct- 55 
beam relative to a reference plane; and 
means for utilizing the determined angular orienta- 
tion of said beam to determine the distance be- 
tween said probe and said model measured along 
said probe plumb line. 
6. ln a flight 
tor on said probe: 
determining the angular orientation of the beam rela- 50 Servo to said beam directing 
ing a second beam of radiation onto the terrain of the 
model from a position on the Probe angularly spaced 
from the position of the first beam taken about an axis of 
revolution generally coaxially of said probe plumb line; 6o 
and detecting the second beam spot when said first 
beam spot is obstructed by the terrain from reaching the 
intersection of the model and the probe plumb line. 
3. The method of claim 1 wherein said beam of radia- 
tion is a beam of monochromatic, collimated light. 
4. The method of claim 1 wherein the step of detect- 
ing the beam spot includes the step of directing a beam 
spot image through a light pipe on a path between the 
beam spot and the detector. 
7. The apparatus of claim 6 including: 
means for directing a second beam of radiation onto 
the terrain of the model from a position on the 
probe angularly spaced from the position of the 
first beam taken about an axis of revolution gener- 
ally coaxial of said probe plumb line; and 
means for detecting the second beam spot when said 
first beam spot is obstructed by the terrain from 
65 
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reaching the model site intersected by the probe 
plumb line. ing means. 
8. The apparatus of claim 6 wherein said means for 
directing a pencil-like beam of radiation includes means 
for directing a pencil-like beam of monochromatic, 
collimated light. 
9. The apparatus of claim 6 including light pipe means 
for directing an image of said beam spot to said detect- 
10. The apparatus of claim 7 including beam splitter 
means for splitting off a portion of said first beam to 
produce said second beam. 
11. The apparatus of claim 6 wherein said detecting 
means includes a video camera. * * * * *  
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